® SEAS 1030
S E A S Outlet with TV, Radio and Satellite

OUTLET TV/R/S - w. IEC connectors and frame METAL HOUSING - w. IEC connectors
Size: (H) 86 x (W) 86 mm, RAL 9010 x (D) 32
mm, RAL 9003

ABOUT THE SATELLITE OUTLET

New outlet that comply with the latest industry standards. Designed for marine use cover-
ing the complete TV and Radio frequency worldwide as well as Satellite insert. Surge protec-
tion makes it suitable for digital signals. For each splitter or tap-off output you need one SEAS outlet.

All multi outlets are approved: CE50083-2:2006.

DESCRIPTION PART NO
SEAS Outlet TV/R/S w. IEC conn. 1030
SEAS Frame (fits all SEAS) 1020-2
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TECHNICAL SPECIFICATION

SEAS 1030

Outlet with TV, Radio and Satellite

2 +/- typ. 1.5dB
2 +/- typ. 1.5dB
2 +/- typ. 1.5dB

Size (H) 86 x (W) 86 x (D) 32 mm
Cover White RAL 9010
Material ABS plastic flame retardant
Weight 1409
Frequency range TV 88-125 MHz; 174-862 MHz

R 40-70 MHz

Sat 950-2150 MHz; 2150-2400 MHz
Through loss TV 88-125 MHz

174-862 MHz
R 40-70 MHz
Sat 950-2150 MHz

2150-2400 MHz

2 +/- typ. 1.5dB
2 +/- typ. 1.5dB

Isolation TV-R 88-108 MHz 20 dB min.
TV-Sat 40-2400 MHz 6 dB min.
R-Sat 40-860 MHz 30 dB min.
Return loss IN 40-2400 MHz 5 dB min.
TV 40-862 MHz 5 dB min.
R 87.5~125 MHz 8 dB min.
Sat 950-2400 MHz 5 dB min.
DC pass IN<->Sat 500 mA max.
IN<->TV, IN<->Sat None
Connectors TV IEC male
R IEC female
Sat “F” female
Impedance 75 Ohms
Operation temp. -40 to +60°C
Protection 1P20
Approvals CE50083-2:2006 (Class B) C E &:{SE
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SPARE PARTS DESCRIPTION PART NO

SEAS Cover TV/R/S 1030-1
SEAS Frame (fits all SEAS) 1020-2
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MECHANICAL MEASUREMENTS
Metal Housing

Frame, 1020-2
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MECHANICAL MEASUREMENTS
Frame, 1020-2

All specifications stated are subject to change without notice.
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